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DETAILED ACTION 

1 . Claims 1-20 pending. 

2 . Claims 1-20 rej ected. 

Information Disclosure Statement 

3. The Information Disclosure Statement (IDS) submitted on 1 1/05/2003 compliance 
with the provisions of 37 CFR 1.97. Accordingly, the IDS statement is being considered 
by the examiner. 

Priority 

4. Acknowledgment is made of applicant's claim for foreign priority under 35 
U.S.C. 119(a)-(d). The certified copy has been filed in parent Application No. 2002- 
321355 (Japan), filed on 1 1/05/2002. 

Drawings 

5. The drawings filed on 1 1/05/2003 are accepted by the examiner. 

Claim Rejections - 35 USC § 102 

6. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that 
form the basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(b) the invention was patented or described in a printed publication in this or a foreign country or in public 
use or on sale in this country, more than one year prior to the date of application for patent in the United 
States. 

Claims 1-20 are rejected under 35 U.S.C. 102(b) as being anticipated Staring et al. (US 
PG-Pub No. 2001/0007127 Al) hereinafter Staring. 

As per claim 1, Staring discloses: 

- a padding unit which adds data to an asynchronous packet to form an 
integer multiple of a block length (Staring, paragraph [0049], "One alternative is to add 
padding bytes so that the block-length equals eight again. However, this increases the 
data payload size and in addition, the number of padded bytes must be conveyed to the 
decrypting side to remove the padding bytes correctly. A better method is to use Cipher 
Text Stealing. All 8-byte blocks are encrypted sequentially except for the last 8-byte 
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block and the remaining bytes in the last 'incomplete' data block"), where padding was 
added data and , where data is a is a asynchronous/synchronous, as claimed and (Staring, 
paragraph [0038], "Once the session has actually started, the data field is normally 
mainly used for carrying parts of the information to be transferred (using either 
asynchronous or isochronous packets, depending on the application and communication 
system); 

- an encryption unit which encrypts the asynchronous packet added by the 
padding unit and a synchronous packet (Staring, paragraph [0039], "If a block cipher 
in CBC mode is used to encrypt the data of the packet, it is preferred that the key check 
block has the same length as (or a multiple of) the block size of the encryption 
algorithm"), where inherently encryption done by a system/software/unit, as claimed; 

- a transmitting unit which transmits the added asynchronous packet and the 
synchronous packet encrypted by the encryption unit (Staring, paragraph [0052], 
"The sender retains the last clear-text eight bytes from the previous packet, called the key 
check block, and encrypts this block with the current session key. The Host may have 
decided to change the session key between the previous packet and the current packet. In 
this case, the key check block gets encrypted with a different session key than the one 
used to encrypt the last eight bytes from the previous packet"), where packet encrypted 
inherently by the encryptor/software, which can be called units, as claimed. 

As per claim 2, claim 1 is incorporated and Staring discloses: 

- a data length information adder which adds data length information on the 
length of the real data of the asynchronous packet to the encrypted added 
asynchronous packet (Staring, paragraph [0049], "A better method is to use Cipher Text 
Stealing. All 8-byte blocks are encrypted sequentially except for the last 8-byte block and 
the remaining bytes in the last 'incomplete' data block. These bytes are concatenated into 
one extended block and treated separately. The extended block-length thus ranges 
between 9 and 15 bytes"). 

As per claim 3, claim 1 is incorporated and Staring discloses: 
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- a key management unit which rewrites the key information used for 
encryption by the encryption unit, based on key rewrite information, and adds the 
key rewrite information to the encrypted added asynchronous packet (Staring, 
paragraph [0039], "For instance, a random number generator may be used fed by initial 
key information exchanged between the source and sink device. A key changer 114 
triggers the key generator 112 to generate a source session key for use as the active 
source session key for at least one packet to be encrypted next. The algorithm controlling 
the key change can be very simple, e.g. every successive packet may be encrypted using a 
next session key, or at regular times like every second (e.g. controlled by a timer) a next 
session key may be used. An encryptor 116 is used to encrypt at least part of the data 
field of a packet under control of the active source session key"). 

As per claim 4, claim 1 is incorporated and Staring discloses: 

- a copy control information adder which adds copy control information 
which limits the number of times the asynchronous packet is copied, to the 
encrypted added asynchronous packet (Staring, paragraph [0021], "As defined in the 
measure of the dependent claim 8, the key check block is a direct 'copy' of part of the 

data in a preceding packet Preferably, the data block containing the (encrypted) data 

for the next key check block is located in the second or last block of the encrypted part of 
the data field"), where "copy" task inherently logged by the system/software. 

As per claim 5, claim 1 is incorporated and Staring discloses: 

- an adder which inserts, between the encrypted added asynchronous 
packets, selected one of control information including data length information on a 
length of real data of the asynchronous packet, key rewrite information which 
rewrites key information used for encryption by the encryption unit and copy 
control information for limiting the number of times the asynchronous packet is 
copied (Staring, paragraph [0049], "The DES algorithm uses an 8-byte block-length to 
operate on. Therefore, whenever the data payload is not a multiple of eight bytes, some 
measures must be taken to encrypt the last data block, which contains less than eight 
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bytes. One alternative is to add padding bytes so that the block-length equals eight 

again Finally, block 3 is encrypted. Note that part of block 3 was already encrypted in 

the previous stage and is encrypted again in the last stage"). 

As per claim 6, claim 1 is incorporated and Staring discloses: 

- a receiving unit which receives the encrypted added asynchronous packet 
transmitted from the transmitting unit (Staring, paragraph [0037], "The devices 
include conventional means to transmit and receive packets via the medium 150. 
Depending on the medium, such means may be formed by a telephone or cable modem, 
or a bus interface"), where medium 150 is the receiving unit, as claimed; 

- a decryption unit which decrypts the encrypted added asynchronous packet 
received by the receiving unit and outputs the added asynchronous packet (Staring, 
paragraph [ 0027], "determining which of the candidate sink session keys corresponds to 
the source session key used to encrypt the encrypted part of a received packet, by 
decrypting the data in the key check block field of the received packet under control of 
each time a different one of the plurality of candidate sink session keys until a valid 
decryption result is found"); 

- an extraction unit which extracts real data, except for the data added by the 
padding unit, from the added asynchronous packet output from the decryption unit 
(Staring, paragraph [0005], "is known to remedy this deficiency by decrypting the data 
field of the packet with the current session key, as well as the next key in the sequence of 
keys, and choose the key for which the decrypted data makes sense. Using this method, 
the change-over from one session key to the next is automatically detected. However, to 
determine whether the decrypted data makes sense requires knowledge about the 
information being transmitted. This is not always the case, limiting the use of this 
method"), where "decrypted data, which make sense" is the real data, as claimed. 

As per claim 7, claim 6 is incorporated and Staring discloses: 

- wherein the extraction unit detects data length information on a length of 
the real data of the asynchronous packet and based on the detected data length 
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information, extracts the real data except for the added data, from the added 
asynchronous packet output from the decryption unit (Staring, paragraph [0013], "a 
decryptor for decrypting at least part of the data field of a received packet under control 
of a sink session key"), where "part of the data field" is the length parameter, as claimed. 

As per claim 8, claim 6 is incorporated and Staring discloses: 

- wherein the decryption unit detects key rewrite information which rewrites 
key information used for encryption by the encryption unit and, based on the latest 
key information rewritten by the key rewrite information, decrypts the encrypted 
added asynchronous packet received by the receiving unit (Staring, paragraph [0013], 
"a decryptor for decrypting at least part of the data field of a received packet under 
control of a sink session key"), where "part of the data field" is the length parameter, as 
claimed. 

As per claim 9, claim 6 is incorporated and Staring discloses: 

- a copy function which detects copy control information for limiting the 
number of times the asynchronous packet received by the receiving unit is copied 
and copies at least the asynchronous packet within the limit (Staring, paragraph 
[0049], "The DES algorithm uses an 8-byte block-length to operate on. Therefore, 
whenever the data payload is not a multiple of eight bytes, some measures must be taken 
to encrypt the last data block, which contains less than eight bytes. One alternative is to 

add padding bytes so that the block-length equals eight again Finally, block 3 is 

encrypted. Note that part of block 3 was already encrypted in the previous stage and is 
encrypted again in the last stage"). 

As per claim 10, claim 6 is incorporated and Staring discloses: 

- wherein the receiving unit receives selected one of control information 
including the data length information on a length of the real data of the 
asynchronous packet, key rewrite information which rewrites key information used 
for encryption by the encryption unit and copy control information for limiting the 
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number of times the asynchronous packet is copied (Staring, paragraph [0049], "The 
DES algorithm uses an 8-byte block-length to operate on. Therefore, whenever the data 
payload is not a multiple of eight bytes, some measures must be taken to encrypt the last 
data block, which contains less than eight bytes. One alternative is to add padding bytes 

so that the block-length equals eight again Finally, block 3 is encrypted. Note that 

part of block 3 was already encrypted in the previous stage and is encrypted again in the 
last stage"). 

As per claim 11, Staring discloses: 

- adding data to the asynchronous packet to form an integer multiple of a 
block length (Staring, paragraph [0049], "To preserve data payloads and to minimize 
data payload overhead, Cipher Text Stealing CTS) is preferably used. The DES algorithm 
uses an 8-byte block-length to operate on. Therefore, whenever the data payload is not a 
multiple of eight bytes, some measures must be taken to encrypt the last data block, 
which contains less than eight bytes. One alternative is to add padding bytes so that the 
block-length equals eight again"), where "padding" is the adding data to the 
asynchronous packet to make 8-byte block-length, as claimed; 

- encrypting the added asynchronous packet and the synchronous packet 
(Staring, paragraph [0041, "This makes it very simple to verify which candidate sink key 
corresponds to the sink key used for encrypting the received packet. For instance, the first 
candidate sink key may be used to decrypt the data in the key check block field. If the 
decrypted data matches the reference key check block, this candidate key is the desired 
key. If not, the next candidate key can be used until a match has been found"), where data 
being encrypted, as claimed; 

- and transmitting the encrypted added asynchronous packet and the 
encrypted synchronous packet (Staring, paragraph [0054], "This process is repeated 
until all the data has been transmitted. It is at the sole discretion of the sender to decide 
when to reenter phase 3 to update the session key"). 

As per claim 12, claim 1 1 is incorporated and Staring discloses: 
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- adding data length information on the length of the real data of the 
asynchronous packet to the encrypted added asynchronous packet (Staring, 
paragraph [0049], "To preserve data payloads and to minimize data payload overhead, 
Cipher Text Stealing CTS) is preferably used. The DES algorithm uses an 8-byte block- 
length to operate on. Therefore, whenever the data payload is not a multiple of eight 
bytes, some measures must be taken to encrypt the last data block, which contains less 
than eight bytes. One alternative is to add padding bytes so that the block-length equals 
eight again"), where "padding" is the adding data to the asynchronous packet to make 8- 
byte block-length, as claimed. 

As per claim 13, claim 1 1 is incorporated and Staring discloses: 

- rewriting the key information used for encryption based on key 
rewrite information, and adding the key rewrite information to the encrypted added 
asynchronous packet (Staring, paragraph [0039], "For instance, a random number 
generator may be used fed by initial key information exchanged between the source and 
sink device. A key changer 114 triggers the key generator 112 to generate a source 
session key for use as the active source session key for at least one packet to be encrypted 
next. The algorithm controlling the key change can be very simple, e.g. every successive 
packet may be encrypted using a next session key, or at regular times like every second 
(e.g. controlled by a timer) a next session key may be used. An encryptor 1 16 is used to 
encrypt at least part of the data field of a packet under control of the active source session 
key"). 

As per claim 14, claim 1 1 is incorporated and Staring discloses: 

- adding copy control information for limiting the number of times the 
asynchronous packet is copied, to the encrypted added asynchronous packet 

(Staring, paragraph [0049], "The DES algorithm uses an 8-byte block-length to operate 
on. Therefore, whenever the data payload is not a multiple of eight bytes, some measures 
must be taken to encrypt the last data block, which contains less than eight bytes. One 
alternative is to add padding bytes so that the block-length equals eight again Finally, 
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block 3 is encrypted. Note that part of block 3 was already encrypted in the previous 
stage and is encrypted again in the last stage"). 

As per claim 15, claim 1 1 is incorporated and Staring discloses: 

- inserting, between the encrypted added asynchronous packets, one of the 
control information including data length information on a length of real data of the 
asynchronous packet, key rewrite information which rewrites key information used 
for encryption, and the copy control information for limiting the number of times 
the asynchronous packet is copied (Staring, paragraph [0049], "The DES algorithm 
uses an 8-byte block-length to operate on. Therefore, whenever the data payload is not a 
multiple of eight bytes, some measures must be taken to encrypt the last data block, 
which contains less than eight bytes. One alternative is to add padding bytes so that the 

block-length equals eight again Finally, block 3 is encrypted. Note that part of block 3 

was already encrypted in the previous stage and is encrypted again in the last stage"). 

As per claim 16, claim 1 1 is incorporated and Staring discloses: 

- receiving the encrypted added asynchronous packet transmitted (Staring, 
paragraph [0037], "The devices include conventional means to transmit and receive 
packets via the medium 150"); 

- decrypting the encrypted added asynchronous packet and outputs the 
added asynchronous packet (Staring, paragraph [0040], "To this end, the key resolver 
136 is operative to cause the decryptor 134 to decrypt the data in the key check block 
field of a received packet under control of a plurality of candidate sink session keys. 
Preferably after each decryption, the key resolver 136 verifies whether the tested 
candidate sink session key produced a correct decryption result of the key check block 
transferred via the key check block field. This is repeated until the key has been found. 
The candidate key that produced a correct decryption result is then selected for further 
use"); 

- and extracting real data except for the added data from the added 
asynchronous packet (Staring, paragraph [(Staring, paragraph [0005], "is known to 
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remedy this deficiency by decrypting the data field of the packet with the current session 
key, as well as the next key in the sequence of keys, and choose the key for which the 
decrypted data makes sense. Using this method, the change-over from one session key to 
the next is automatically detected. However, to determine whether the decrypted data 
makes sense requires knowledge about the information being transmitted. This is not 
always the case, limiting the use of this method"), where "decrypted data, which make 
sense" is the real data, as claimed. 

As per claim 17, claim 16 is incorporated and Staring discloses: 

- wherein data length information on a length of the real data of the 
asynchronous packet is detected and, based on the detected data length information, 
the real data except for the added data is extracted from the decrypted added 
asynchronous packet (Staring, paragraph [(Staring, paragraph [0013], "a decryptor for 
decrypting at least part of the data field of a received packet under control of a sink 
session key"), where "part of the data field" is the length parameter, as claimed. 

As per claim 18, claim 16 is incorporated and Staring discloses: 

- detecting key rewrite information which rewrites key information used for 
encryption is detected, and based on the latest key information rewritten by the 
detected key rewrite information, the encrypted added asynchronous packet 
received is decrypted (Staring, paragraph [0049], "The DES algorithm uses an 8-byte 
block-length to operate on. Therefore, whenever the data payload is not a multiple of 
eight bytes, some measures must be taken to encrypt the last data block, which contains 
less than eight bytes. One alternative is to add padding bytes so that the block-length 

equals eight again Finally, block 3 is encrypted. Note that part of block 3 was already 

encrypted in the previous stage and is encrypted again in the last stage"). 

As per claim 19, claim 16 is incorporated and Staring discloses: 

- detecting copy control information for limiting the number of times the 
asynchronous packet is copied, and copying at least the asynchronous packet within 
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the limit (Staring, paragraph [0021], "As defined in the measure of the dependent claim 

8, the key check block is a direct 'copy' of part of the data in a preceding packet 

Preferably, the data block containing the (encrypted) data for the next key check block is 
located in the second or last block of the encrypted part of the data field"), where "copy" 
task inherently logged by the system/software. 

As per claim 20, claim 16 is incorporated and Staring discloses: 

- wherein one of the control information including the data length 
information on a length of the real data of the asynchronous packet, key rewrite 
information which rewrites key information used for encryption and copy control 
information for limiting the number of times the asynchronous packet is copied, is 
received as an exclusive control information packet (Staring, paragraph [0021], "As 
defined in the measure of the dependent claim 8, the key check block is a direct 'copy' of 

part of the data in a preceding packet Preferably, the data block containing the 

(encrypted) data for the next key check block is located in the second or last block of the 
encrypted part of the data field"), where "copy" task inherently logged by the 
system/software. 

Conclusion 

7. The prior art made of record and not relied upon is considered pertinent to 
applicant's disclosure (see form "PTO-892 Notice of Reference Cited"). 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Monjour Rahim whose telephone number is (571)270- 
3890. The examiner can normally be reached on 5:30 AM -3:30 PM (Mo-Th). 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Chameli Das can be reached on (571)272-3696. The fax phone number for 
the organization where this application or proceeding is assigned is 571-273-8300. 
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Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published 
applications may be obtained from either Private PAIR or Public PAIR. Status 
information for unpublished applications is available through Private PAIR only. For 
more information about the PAIR system, see http://pair direct.uspto.gov. Should you 
have questions on access to the Private PAIR system, contact the Electronic Business 
Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a USPTO 
Customer Service Representative or access to the automated information system, call 
800-786-9199 (in USA or CANADA) or 571-272-1000. 

/Monjour Rahim/ 
Patent Examiner 
Art Unit: 2134 
Date: 06/18/2008 

/Kambiz Zand/ 

Supervisory Patent Examiner, Art Unit 2134 



